SPECIFICATIONS FOR EMERGENCY WARNING SYSTEM FOR

ENGINE
EMERGENCY WARNING LIGHT AND SIREN SPECIFICATIONS

FOR ENGINE
The following describes the emergency audible and visual warning devices to be installed on the engine.  All portions of this lighting system meet or exceed all SAE and AMECA requirements.  THIS SPECIFICATION IS DESIGNED TO MEET OR EXCEED ALL NFPA SPECIFICATIONS:

WARNING LIGHTS:
Qty. 1-
Whelen( Edge( Model FN72VLED Linear LED lightbar shall be installed on the apparatus.  Base Lightbar to include eight Linear (six front/two rear). In addition two pairs of model FLDRR shall be installed adding four more Linear LED’s in the front of the lightbar. Lightbar to be approximately 86” inches.  Lightbar LED’s to be all red except two LED’s shall be white.  Fire Department to confirm exact lightbar length.  Lightbar to have colored outer lenses.
Qty. 1-
GTT Model 795H Opticom Emitter shall be installed in the center section of the Whelen lightbar.
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Qty. 2-
Whelen( Model “M” series red LED flasher (M6R) shall be installed in the front of the apparatus in the upper chrome light cluster.  LED color shall be red.

Qty. 2-
Whelen( Model “M” series LED turn signals (M6T) shall be installed next to the above listed LED lights in the same housing.  LED color to be amber.  

Qty. 2-
Whelen( Model “M” series red LED flasher with chrome flange (M6R and M6FC) shall be installed, one on each front bumper extension.  LED color to be red.

Qty. 2-
Whelen( Model “M” series red LED flasher with chrome flange (M6R and M6FC) shall be installed, one on each front wheel well area/rear crew door area.  LED color to be red.

Qty. 2-
Whelen( Model “M” series LED flasher with chrome flange (M6R and M6FC) shall be installed, one on each rear wheel well area.  LED color to be red.
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Qty. 2-
Whelen( Model “M” series LED flasher with chrome flange (M6A and M6FC) shall be installed at the rear of the apparatus in the upper zone.  LED color to be amber.

Qty. 2-
Whelen( Model “M” series LED flasher with chrome flange (M6R and M6FC) shall be installed at the rear of the apparatus in the lower zone.  LED color to be red.

Qty. 2-
Whelen( Model L31HRF LED Beacon shall be installed at the rear of the apparatus.  LED and dome color to be red.

TRAFFIC DIRECTIONAL DEVICE: 

Qty. 1- 
Whelen( Model TAM85 super LED Traffic Advisor shall be installed at the rear of the apparatus. Control head shall be mounted in the driver’s compartment area.
SIREN AMPLIFIER and SPEAKERS:
Qty. 1-
Whelen( Model WS-295HFSC9 Siren Amplifier shall be installed.  Siren amplifier will be dual tone capable with individual 100 watt amplifiers in the single unit. Siren shall include multiple siren tones including simulated mechanical siren tones.
Qty. 2-
Whelen( Model SA122FMP Siren Speaker shall be installed in the front bumper area.

STOP/TAIL/TURN LIGHTING DEVICES:

Qty. 2- 
Whelen( Model “M” series LED brake/tail lightheads (M6BTT) shall be installed at the rear of the apparatus.
Qty. 2- 
Whelen( Model “M” series LED turn signal lightheads (M6T) shall be installed at the rear of the apparatus. 

Qty. 2- 
Whelen( Model “M” series LED backup lights (M6ZC) shall be installed at the rear of the apparatus.
DOOR OPEN/COMPARTMENT OPEN INDICATOR LIGHT:
Qty. 1-
Whelen( Model L53RM compact LED beacon shall be installed in the cab area to activate should any door or compartment be opened.  Beacon to be red in color.
Qty. 4-
Whelen( Model 3SR00FRR, 3” round flashing LED warning light shall be installed on each inner crew door to be visible and flashing when door is opened. One per door.
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L.E.D. INTERIOR COMPARTMENT LIGHTING:
Whelen( Model “Fluorent”, LED strip lighting shall be installed in each compartment as required to provide adequate illumination. 

L.E.D. EXTERIOR GROUND LIGHTING:

Whelen( Model 20C0CCCR LED (4” round) shall be installed on the underside of the apparatus to illuminate the ground area of the vehicle.
Model 2GROMMET shall be used to grommet mount these lights in place.

L.E.D. PUMP PANEL LIGHTING:
Qty. 1-
Whelen( Model PSCACCCR LED strip-lite shall be installed to illuminate the pump panel area.

WORK AREA LIGHTING:

Qty. 2-
Havis, Inc. Kwik Raze Model #KR-SB-5PFP2-W4 telescoping side mount pole lights shall be installed.  Each pole shall be bottom raise and include dual Whelen Pioneer Plus LED floodlights. The pole lights shall be mounted in the middle of the apparatus. 12vdc.
Qty. 2-
Whelen( Model PFP1 single Pioneer Plus LED work lights shall be installed at the rear of the apparatus. Lights shall be installed in a Model PBA103 recessed flanges.
Qty. 1-      Havis, Inc. Model CL-12M, hand-held spotlight with momentary switch shall be installed in the cab area.
Qty. 2-
Whelen( Model “M” series LED scenelight (M9LZC) shall be installed in the upper area between the front door and the rear crew door one on each side.  LED scenelight shall have an 8 to 32 degree downward optic.

L.E.D. BROW LIGHT:

Qty. 1-
Whelen( Model PCP2 Super LED brow light shall be mounted on the front of the apparatus.  










